Instructions for Use

Electrode Contact Spray
Article: EKS-250-1
Medical Device Class |

Composition:

Raw material Content (ml/1000ml)
Isopropyl alcohol 149
demineralized water 851

Intended Purpose:

Electrode Contact Spray is intended to increase the conductability between the skin and the electrodes for electrocardiogram
(ECG), electromyogram (EMG) and electroencephalogram (EEG) measurements by reducing the distance as well as the
resistance between the electrode and the skin. It is especially applicable when using suction electrodes.

Type of Use:
Spray contact point of the electrode on the patient’s skin with Electrode Contact Spray before placing the electrode. Do not
spray the (suction) electrode directly!

Intended User:
Electrode Contact Spray is to be used by instructed medical personnel only.

Expected Clinical Benefit:
Improvement of the conductability of (suction) electrodes during ECG-, EMG- or EEG-measurements.

Capability Characteristics:
Reduction of electrical resistance between skin and electrode.

Contra-Indications:
Do not use Electrode Contact Spray on injured skin or on mucous membrane! Do not use Electrode Contac Spray on patients
who are allergic to isopropanol! Avoid eye contact! External use only!

Hazard and Precautionary Statements for Safe Use:
Hazard and precaution statements do not apply to Electrode Contact Spray. Electrode Contact Spray is a non-sterile product.

Storage information:
Store between 5°C (41°F) and 30°C (86°F). Avoid direct sunlight.

Disposal:
According to local regulations

Stability:
Do not use after expiration date. Only use intact bottles.

Manufacturer: SAV Liquid Production GmbH, D-83126 Flintsbach, Hochriesstral3e 2, Germany, phone: +49 (0) 80 34 909 800,
fax: +49 (0) 80 34 909 80 70; e-mail: info@sav-Ip.de; homepage: www.sav-Ip.de
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Leonhard Schliersmaier (CEO & PRRC, SAV Liquid Production GmbH)
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